
DatasheetJaBRa LINK™ 14201-35

the Jabra Link™ 14201-35 enables remote electronic hook 
switch Control (ehs) with Jabra wireless headsets and the 
avaya series 1608, 1616, 9620, 9630, 9640 and 9650.

Jabra wireless headsets with ehs functionality boost  
productivity as they provide the user with the ability to 
answer and end a call, while away from their desk.

THE EHS ADAPTER ALLOWS THE USERS TO

- Hear ring tones
- Answer and end calls
- Adjust the volume
- Mute the microphone

all from their headset and quite convenient, when they  
are up to 150 meters/450 feet away from their desk. the  
integration of desk phone and headset allows users  
to benefit from enhanced mobility and the ability to  
multitask while on a call. the wireless freedom improves 
work efficiency and ergonomics throughout the day.

HOW IT WORKS

the Jabra Link 14201-35 is a plug-and-play solution that 
converts from the ehs standard used in avaya phones to 
the DhsG standard used in Jabra headsets – and vice versa.

COMPATIBILITY

the Jabra Link 14201-35 is compatible with the avaya  
series 1608, 1616, 9620, 9630, 9640 and 9650 and most 
Jabra wireless headsets. For more details see the specifica-
tions on page 2.
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THE JABRA LINK™ 14201-35 SPECIfICATIONS

enables electronic hook switch Control with avaya and Jabra headsets

Item number 14201-35

Length of cables 300 – 600 mm /118.1 – 236.2 inches

Certification Ce, UL, FCC, a-tick (australia)

Warranty North america /aPaC: one-year limited warranty.
europe: two-year limited warranty

COMPATIBILITY

avaya Phones

avaya series 1608, 1616, 9620, 9630, 9640, 9650 and 9670
- avaya 9608 IP Deskphone*
- avaya 9611 IP Deskphone*
- avaya 9621G IP Deskphone*
- avaya 9641G IP Deskphone*

Jabra headsets Jabra PRo 9400 series, Jabra Go 6470, Jabra GN9350, Jabra GN9350e, 
Jabra GN9330e, Jabra PRo 920

EHS fEATURES

answer call Yes

end call Yes

Ring tone in headset Yes

Volume control Yes

mute control Yes
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TECHNICAL SPECIfICATIONS

*For 96X1 (h.323) use LINK-33


