
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
    Part number: AK-PMT2LB-FS-W (white version with USB connector) 
    Other versions upon request. 
 
 
 
  

Specification 
Compatibility All operating systems supporting standard USB mouse 
Dongle (USB-Nano):  
Interface USB 
Power Supply 5V +5/-10% via USB 
Connector USB Typ A 
Dimensions (including plug) 19mm x 14mm 
Mouse:  
Power Supply 3V (2x AAA Batteries) 
Resolution 800 dpi 
Key switch life time 1 Million Actuations 
Sensing Technology Laser 
Dimensions  appr. 115 x 68 x 42mm 
Temperature Range  from -20°C to +50°C 
Mouse Keys/Buttons 3 + 2 
RF Range within 10m operating ditance 
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AK-PMT2LB-FS 

Important Features 
 
The AK-PMT2LB-FS MedicalMouse stands for high quality and long life expectancy. 
The wireless device is developed for use in hygiene critical areas. 
The solid silicon cover prevents from ingress of dust and liquids and allows for 
thorough cleaning and surface disinfection. 
The wireless AK-PMT2LB-FS MedicalMouse can be operated in a range of up to 10m. 
 
Applications 
 
• Hospitals, healthcare providers, laboratories 
• Food industry 
• Chemicals industry 
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- Disinfectable Hygiene Mouse  
- 2.4 GHz Wireless Transmittance 
- 800 dpi Laser Scan 
- 2 Mouse Keys 
- 3 Buttons Scroll Wheel Emulation 
- Up to 10m Operating Distance 
 
 

All trademarks are the property of their respective companies. 
Technical data is subject to change without notice. 
Errors and omissions excepted. Warranties excluded. 
AK is a trademark of Active Key GmbH & Co. KG. 

 

Active Key GmbH & Co. KG 
Badstrasse 13 -15 
D-91257 Pegnitz 
Germany 
Phone: +49(0)9241/48337-0 
FAX: +49(0)9241/48337-29 
E-mail: info@activekey.de 
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