
In-Wall Mount 
For 32" to 71" LCD and Plasma Flat Panel Screens

Maximize your flat panel experience by installing it against the wall with the 

industry’s first universal in-wall mounting solution for up to 71" screens. Installation 

is quick and easy thanks to the mount’s stud-locating tabs that fit the in-wall box 

snugly between 16" wood stud centers. View the flat panel screen in its virtually 

no-profile home position, or extend the arm over 19" to watch it anywhere else 

within the room. This mount is so flat, it may even allow installations to meet ADA 

requirements.

NEW! 

IM760PU(-S) IM760P(-S) 

Includes mount 
with universal 
adapter plate

Stud-locating 
tabs adjust 1/4" 
left or right to 
accommodate 
stud spacing

Installs between 
16" centers

Removable gang 
box and cable 
management access 
plates on top and 
bottom make 
installation easy
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www.peerlessmounts.com  

 

Visit peerlessmounts.com to see the full line of Peerless LCD/plasma, projector and TV/monitor mounts.  © 2008 Peerless Industries, Inc. All rights reserved. 

   
  Model Numbers
   IM760PU(-S):  In-Wall Mount for 32" to 60" flat panel screens 
  IM760P(-S):  In-Wall Mount for 32" to 71" flat panel screen

 ............................... Product Specifications

 FeATUReS •   IM760PU models include universal adapter plate to fit screens with mounting hole patterns 
   up to 29.4"W x 17"H 
  •    IM760P models include adapter plate to fit screens with VeSA® 100/200x100/200x200 mm   
   mounting holes or can be used with dedicated adapter plates
  •   Can be inverted to position screen to the right or left
  •   Decorative trim ring included for a clean look
  •   Installs between 16" wood stud centers
  •   Stud-locating tabs adjust 1/4" left or right to accommodate stud spacing
  •   Removable gang box and cable management access plates make installation easy  

 DIMeNSIoNS (W x H x D)  M760PU(-S):   30.75" x 21.86" x 5.56"-23.74" (78 x 55.5 x 14.1-49.3 cm)
  IM760P(-S):  19.46" x 21.86" x 4.38"-22.56"  (49.4 x 55.5 x 11.1-57.3 cm)

 LoAD CAPACITy 200 lb (90.7 kg)

 PRoDUCT WeIGHT IM760PU(-S): 45.4 lb (20.5 kg)
  IM760P(-S): 34 lb (15.4 kg)

 FINISH Scratch-resistant fused epoxy

 AVAILABLe CoLoRS High gloss black and high gloss silver
                                                
   
 ............................... Package Specifications

 PACKAGe CoNTeNTS IM760PU(-S): In-Wall box, mount with universal adapter plate, mounting and screen 
    attachment hardware
  IM760P(-S): In-Wall box, mount with with VeSA® 100/200x100/200x200 mm mounting holes 
    adapter plate, mounting and screen attachment hardware

 UNITS IN PACKAGe 1

 PACKAGe SIZe (W x H x D) 27" x 8.6" x 32" (12.2 x 3.9 x 14.5 cm)

 PACKAGe SHIP WeIGHT IM760PU(-S): 65.49 lb (29.7 kg)
  IM760P(-S): 46.2 lb (20.9 kg)

 PACKAGe UPC CoDe IM760PU:         735029255154
  IM760PU-S:      735029255161
  IM760P:            735029255130
  IM760P-S :        735029255147

 WARRANTy Limited 5-year

 

In-Wall Mount 
For 32" to 71" LCD and Plasma Flat Panel Screens 

Removable gang box and cable 
management access plates

Stud-locating tabs adjust 1/4" left or right 
to accommodate stud spacing


