
Datasheet

HP ProDisplay P19A 19-inch LED
Backlit Monitor

Essential business functionality in a 5:4 aspect ratio
monitor designed for the way you work and the
tools you use every day. Get solid performance in a
stylish display designed with the environment in
mind at a very attractive price point. Efficiently grow
your business with proven HP quality and reliability,
a stable lifecycle, HP accessory compatibility, and
energy efficiency.

Boost productivity with essential functionality at an affordable price.

Increase optimal viewing and easy readability of software and tools designed for 5:4 aspect ratio presentations –
ideal in banking, healthcare, financial, POS, retail and other business environments.

Get compatible with HP accessories.

Free up valuable desk space and take the monitor completely off the desk; the 100-mm standard VESA pattern
supports wall or swing arm mounting with the HP Quick Release or HP Monitor Arm (each sold separately).

Get peace of mind.
Stable product lifecycle and minimum one-year lifespan help ensure product consistency across staggered
deployments.

Design the screen for how you work.

HP Display Assistant consolidates monitor setting controls into an easy-to-use, centralized interface.
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HP ProDisplay P19A 19-inch LED Backlit Monitor Specifications Table

Display size (diagonal) 19"

Brightness 250 cd/m²

Contrast ratio 1000:1 static; 1000000:1 dynamic

Response Ratio 5 ms (on/off)

Product colour Black

Aspect ratio Widescreen (5:4)

Native resolution 1280 x 1024

Display features Plug and Play; Anti-glare; User programmable; Language selection; On-screen controls; LED Backlights

Input signal 1 VGA

Environmental Operating temperature: 5 to 35°C; Operating humidity: 20 to 80% RH

Power Input voltage: 100 to 240 VAC

Power consumption 25 W (maximum), 15 W (typical), 0.5 W (standby)

Dimensions 16.3 x 2.3 x 13.7 in; 41.4 x 5.75 x 34.7 cm

Weight 7.72 lb; 3.5 kg

Physical security features Security lock ready

Energy efficiency compliance ENERGY STAR® certified; EPEAT® Gold

Certification and compliance TCO Certified; CB; CE; CCC; China Energy Label Grade 1; CECP; BSMI; S-Mark; VCCI; FCC; CSA; GS mark; ICES; C-Tick; e-Standby

Environmental specifications Arsenic-free display glass; Mercury-free display backlights; Low halogen

What's in the box HP ProDisplay P19A 19-inch LED Backlit Monitor; VGA cable; AC power cable; Printed documentation and CD; HP
DisplayAssistant and Adobe Acrobat Reader software

Warranty 3 year limited warranty including 3 year of parts and labour. Certain restrictions and exclusions apply.
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HP ProDisplay P19A 19-inch LED Backlit Monitor

Messaging Footnotes

 All performance specifications represent the typical specifications provided by HP's component manufacturers; actual performance may vary either higher or lower.
 Service levels and response times for HP Care Pack Services may vary depending on your geographic location. Service starts from date of hardware purchase. Restrictions and limitations apply. HP Care Pack Services extend service contracts

beyond the standard warranties. To choose the right level of service for your HP product, use the HP Care Pack Services Lookup Tool at www.hp.com/go/lookuptool. Additional HP Care Pack Services information by product is available at
www.hp.com/hps/carepack.
 External power supplies, power cords, cables and peripherals are not low halogen. Service parts obtained after purchase may not be low halogen.
 Arsenic and its compounds were not detected using U.S. EPA test methods 3052/6010b by ICP-AES with a Method Detection Limit 10 ppm.
 Based on US EPEAT® registration according to IEEE 1680.1-2018 EPEAT®. Status varies by country. Visit www.epeat.net for more information.

Technical Specifications Footnotes

 All specifications represent the typical specifications provided by HP's component manufacturers, actual performance may vary either higher or lower.
 External power supplies, power cords, cables and peripherals are not Low Halogen. Service parts obtained after purchase may not be Low Halogen.
 Lock is sold separately.
 EPEAT® 2019 registered where applicable. EPEAT ® registration varies by country. See www.epeat.net for registration status by country.

Sign up for updates hp.com/go/getupdated

© Copyright 2020 HP Development Company, L.P. The information contained herein is subject to change without notice. The only warranties for HP products and services are set forth in the
express warranty statements accompanying such products and services. Nothing herein should be construed as constituting an additional warranty. HP shall not be liable for technical or editorial
errors or omissions contained herein.
 
DisplayPort™ and the DisplayPort™ logo are trademarks owned by the Video Electronics Standards Association (VESA®) in the United States and other countries. ENERGY STAR is a registered
trademark owned by the U.S. Environmental Protection Agency. Acrobat® is a trademark of Adobe Systems Incorporated.
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