
Broadcast Quality
Broadcast-level dynamic 
cartridge, bring radio like 

audio to your content

Cardioid Pattern
Better sensitivity in the 

front, while rejecting 
sounds from the rear

Voice Clarity Boost
All important streaming 

stats at a glace

FEATURES
Aud i o  M i xe r  /  C rea to r ’ s  Con t ro l  Cen te r

Built-in Pop Filter
Reducing plosives is a 

great step towards 
clearer audio

Creator’s Dynamic XLR Microphone

Boom arm or mic 
stand mounting
(5/8” - 27 Thread)

Dynamic Cartridge
(Cardioid Pick Up Pattern)

Built-in Pop Filter

ON/OFF Switch
(Magnetic)

XLR Connector
(Male)



Technical Specifications
• Type: Dynamic microphone
• Polar Pattern: Cardioid
• Connection: XLR
• Frequency Response: 50Hz ~ 18KHz
• Sensitivity: -52 dB ± 3 dB AT 1 KHz (1V/Pa)
• Phantom Power: Not Required
• Dimensions ( ⌀ x L): 56 x 167 mm (2.20 x 6.57 in) 
• Weight: 

Mic 530.6 g (18.72 oz) / Bracket 95.8 g (3.38 oz)

What's in the box
• Live Streamer MIC 330 (AM330)
• XLR cable (3.0 m / 9.86 ft . )

• Interchangeable Color Ring
• 5/8” to 3/8” thread adapter
• Quick Guide

EAN 4-710710-674090

UPC 7-95522-96691-9

©2021 by AVERMEDIA TECHNOLOGIES, Inc. All right reserved. AVerMedia is a registered trademark 
of AVerMedia Technologies, Inc. All other trademarks belong to their respective companies.

Package Dimension:
Unit:  20.8 x 26 x 10.5 cm
(8.19 x 10.24 x 4.13 in)
Carton: 55 x 43.5 x 29 cm
(21 .65 x 17.12 x 11 .41  in)

Shipping Weight:
Unit:  1 . 12 Kg (2.47 lbs)
Carton: 12.4 Kg (27.3 lbs)
(10 pcs per carton)
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