SanDisk® SSD PLUS
Step up to SSD speeds

Inject new life into your laptop or desktop PC with a durable solid state drive from SanDisk®. You'll experience quicker boot-up and shutdown, quicker application response and data transfer speeds than with a typical hard disk drive¹, at just a fraction of the cost of a new computer. SLC caching boosts burst write performance, making it ideal for typical PC workloads such as web browsing, email, casual gaming, office productivity, and audio/video entertainment. SanDisk® SSDs are resistant to shock, vibration and temperature extremes², so your SSD keeps working, no matter where or how hard you use your computer. The SanDisk SSD Dashboard provides software that includes proprietary SanDisk tools for monitoring and optimizing your system's performance and highlights offers for cloning and security applications³. With read/write speeds of up to 545MB/s/450MBs**, the SanDisk SSD Plus delivers impressive performance in an entry-level drive, from a brand you know you can trust.

**Maximum read/write speeds. Performance may vary. 
¹Typical or average. 
²For typical operating conditions. 
³Not available for all models. 
⁴For the first 3 years after purchase date.
SanDisk® SSD PLUS
Specifications

Available capacities: 120GB, 240GB, 480GB, 960GB, 1TB, 2TB*

Dimensions: 2.75 x 3.96 x 0.28 in. (69.95 x 100.50 x 7.00 mm)

Interface: SATA Revision 3.0 (6 Gbit/s)

Operating temperature: 0°C to 70°C

Shock: Resistant up to 1,500 G @ 0.5m/sec

Vibration (Operating/Non operating): 5 gRMS, 10 – 2000 Hz / 4.9 gRMS, 7 – 800 Hz

Warranty: 3-year limited warranty (U.S.); 3-year warranty (ROW)

* 1GB = 1,000,000,000 bytes. 1TB = 1,000,000,000,000 bytes. Actual user storage less.

** Based on internal testing; performance may vary depending upon drive capacity, host device, OS and application. 1MB = 1,000,000 bytes.

1 As compared to 5400 RPM SATA 2.5” hard drive. Based on published specifications and internal benchmarking tests using PCMark Vantage scores.

2 Shock resistant (up to 1500G) and vibration resistant (15g@110 Hz/14 g@8 Hz, 7-800 Hz), temperature (from 0°C to 70°C).

3 Download required from http://www.sandisk.com/ssdswap/download. Limit one time use per system.

4 See www.sandisk.com/wug

SanDisk and the SanDisk logo are registered trademarks or trademarks of Western Digital Corporation or its affiliates in the US and/or other countries. All other marks are the property of their respective owners.

©2019 Western Digital Corporation or its affiliates. All rights reserved. 9/19